
Suspension lamp. Structure and canopy in bronze electroplated steel. Diffuser in blown transparent, amber and grey 
glass. Strip led column (dimmable driver included) provide ambient light and module led placed at the bottom (connect-
ed direct to main)  provide direct light.

Type: Suspension lamp

Environment: Indoor

Structure: Steel

Diffuser: Glass

Voltage: 230 V

Supply: Terminal strip

Dimmable driver included

Cable length: 250 cm

Light source: Strip LED 15.4W 2700K 1150Lm
+ Module LED ø70 16.6W 2700K 1350Lm

BAI T BA BA

116000640976   amber diffuser
116000640977   grey diffuser
116000640978   transparent diffuser

          7.6 kg
        14.8 kg

BAI T BA BA
by Neri&Hu, 2014
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ANWAR T 30
by Stephen Burks, 2013

Suspension lamp. Structure (rods) and canopy in black, golden or copper electroplated steel. Two led modules are placed
at the bottom edge of the structure. One facing up and the other facing down, provide ambient and direct light.

Type: Suspension lamp 

Environment: Indoor

Structure: Steel

Voltage: 230 V

Supply: Terminal strip

Cable length: 500 cm

Light Source: 2 x Module LED ø70 16.6W 2700K 1350Lm

ANWAR T 30

102000600006   black
102000600007   golden 
102000600008   copper

        11.8 kg 
        18.7 kg
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by Stephen Burks, 2013

Suspension lamp. Structure (rods) and canopy in black, golden or copper electroplated steel. Two led modules are placed
at the bottom edge of the structure. One facing up and the other facing down, provide ambient and direct light.

Type: Suspension lamp 

Environment: Indoor

Structure: Steel

Voltage: 230 V

Supply: Terminal strip

Cable length: 500 cm

Light Source: 2 x Module LED ø70 16.6W 2700K 1350Lm

ANWAR T 30

102000600006   black
102000600007   golden 
102000600008   copper

        11.8 kg 
        18.7 kg
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Suspension lamp. Structure and canopy in bronze electroplated steel. Diffuser in blown transparent, amber and grey 
glass. Strip led column (dimmable driver included) provide ambient light and module led placed at the bottom (connect-
ed direct to main)  provide direct light.

Type: Suspension lamp

Environment: Indoor

Structure: Steel

Diffuser: Glass

Voltage: 230 V

Supply: Terminal strip

Dimmable driver included

Cable length: 250 cm

Light source: Strip LED 15.4W 2700K 1150Lm
+ Module LED ø70 16.6W 2700K 1350Lm

BAI T BA BA

116000640976   amber diffuser
116000640977   grey diffuser
116000640978   transparent diffuser

          7.6 kg
        14.8 kg

BAI T BA BA
by Neri&Hu, 2014
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ANWAR T 30
by Stephen Burks, 2013

Suspension lamp. Structure (rods) and canopy in black, golden or copper electroplated steel. Two led modules are placed
at the bottom edge of the structure. One facing up and the other facing down, provide ambient and direct light.

Type: Suspension lamp 

Environment: Indoor

Structure: Steel

Voltage: 230 V

Supply: Terminal strip

Cable length: 500 cm

Light Source: 2 x Module LED ø70 16.6W 2700K 1350Lm

ANWAR T 30

102000600006   black
102000600007   golden 
102000600008   copper

        11.8 kg 
        18.7 kg
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Suspension lamp. Structure and canopy in bronze electroplated steel. Diffuser in blown transparent, amber and grey 
glass. Strip led column and dimmable driver included.

Type: Suspension lamp

Environment: Indoor

Structure: Steel

Diffuser: Glass

Voltage: 230 V

Supply: Terminal strip

Dimmable driver included

Cable length: 250 cm

Light source: Strip LED 7.7W 2700K 570Lm

BAI T DI DI

114000640976   amber diffuser
114000640977   grey diffuser
114000640978   transparent diffuser

        1.8 kg
        3.2 kg

BAI T DI DI
by Neri&Hu, 2014
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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Suspension lamp. Structure and canopy in bronze electroplated steel. Diffuser in blown transparent, amber and grey 
glass. Strip led column and dimmable driver included.

Type: Suspension lamp

Environment: Indoor

Structure: Steel

Diffuser: Glass

Voltage: 230 V

Supply: Terminal strip

Dimmable driver included

Cable length: 250 cm

Light source: Strip LED 7.7W 2700K 570Lm

BAI T DI DI

114000640976   amber diffuser
114000640977   grey diffuser
114000640978   transparent diffuser

        1.8 kg
        3.2 kg

BAI T DI DI
by Neri&Hu, 2014
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Suspension lamp. Structure and canopy in bronze electroplated steel. Diffuser in blown transparent, amber and grey 
glass. Strip led column and dimmable driver included.

Type: Suspension lamp

Environment: Indoor

Structure: Steel

Diffuser: Glass

Voltage: 230 V

Supply: Terminal strip

Dimmable driver included

Cable length: 250 cm

Light source: Strip LED 7.7W 2700K 570Lm

BAI T DI DI

114000640976   amber diffuser
114000640977   grey diffuser
114000640978   transparent diffuser

        1.8 kg
        3.2 kg

BAI T DI DI
by Neri&Hu, 2014
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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Suspension lamp. Structure and canopy in bronze electroplated steel. Diffuser in blown transparent, amber and grey 
glass. Strip led column (dimmable driver included) provide ambient light and module led placed at the bottom 
(connected direct to main)  provide direct light.

Type: Suspension lamp

Environment: Indoor

Structure: Steel

Diffuser: Glass

Voltage: 230 V

Supply: Terminal strip

Dimmable driver included

Cable length: 250 cm

Light source: Strip LED 9.6W 2700K 720Lm
+ Module LED ø70 16.6W 2700K 1350Lm

BAI T MA MA

115000640976   amber diffuser
115000640977   grey diffuser
115000640978   transparent diffuser

          7.5 kg
        13.7 kg

BAI T MA MA
by Neri&Hu, 2014
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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Suspension lamp. Structure and canopy in bronze electroplated steel. Diffuser in blown transparent, amber and grey 
glass. Strip led column (dimmable driver included) provide ambient light and module led placed at the bottom 
(connected direct to main)  provide direct light.

Type: Suspension lamp

Environment: Indoor

Structure: Steel

Diffuser: Glass

Voltage: 230 V

Supply: Terminal strip

Dimmable driver included

Cable length: 250 cm

Light source: Strip LED 9.6W 2700K 720Lm
+ Module LED ø70 16.6W 2700K 1350Lm

BAI T MA MA

115000640976   amber diffuser
115000640977   grey diffuser
115000640978   transparent diffuser

          7.5 kg
        13.7 kg

BAI T MA MA
by Neri&Hu, 2014
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Suspension lamp. Structure and canopy in bronze electroplated steel. Diffuser in blown transparent, amber and grey 
glass. Strip led column (dimmable driver included) provide ambient light and module led placed at the bottom 
(connected direct to main)  provide direct light.

Type: Suspension lamp

Environment: Indoor

Structure: Steel

Diffuser: Glass

Voltage: 230 V

Supply: Terminal strip

Dimmable driver included

Cable length: 250 cm

Light source: Strip LED 9.6W 2700K 720Lm
+ Module LED ø70 16.6W 2700K 1350Lm

BAI T MA MA

115000640976   amber diffuser
115000640977   grey diffuser
115000640978   transparent diffuser

          7.5 kg
        13.7 kg

BAI T MA MA
by Neri&Hu, 2014
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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Suspension lamp. Structure and canopy in bronze electroplated steel. Diffuser in blown transparent, amber and grey 
glass. Strip led column and dimmable driver included.

Type: Suspension lamp

Environment: Indoor

Structure: Steel

Diffuser: Glass

Voltage: 230 V

Supply: Terminal strip

Dimmable driver included

Cable length: 250 cm

Light source: 2 x Strip LED 7.7W 2700K 570Lm

BAI T CHANDELIER II

117000640976   amber diffuser
117000640977   grey diffuser
117000640978   transparent diffuser

        4.3 kg
        6.8 kg

BAI T CHANDELIER II
by Neri&Hu, 2014
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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Suspension lamp. Structure and canopy in bronze electroplated steel. Diffuser in blown transparent, amber and grey 
glass. Strip led column and dimmable driver included.

Type: Suspension lamp

Environment: Indoor

Structure: Steel

Diffuser: Glass

Voltage: 230 V

Supply: Terminal strip

Dimmable driver included

Cable length: 250 cm

Light source: 2 x Strip LED 7.7W 2700K 570Lm

BAI T CHANDELIER II

117000640976   amber diffuser
117000640977   grey diffuser
117000640978   transparent diffuser

        4.3 kg
        6.8 kg

BAI T CHANDELIER II
by Neri&Hu, 2014
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Suspension lamp. Structure and canopy in bronze electroplated steel. Diffuser in blown transparent, amber and grey 
glass. Strip led column and dimmable driver included.

Type: Suspension lamp

Environment: Indoor

Structure: Steel

Diffuser: Glass

Voltage: 230 V

Supply: Terminal strip

Dimmable driver included

Cable length: 250 cm

Light source: 2 x Strip LED 7.7W 2700K 570Lm

BAI T CHANDELIER II

117000640976   amber diffuser
117000640977   grey diffuser
117000640978   transparent diffuser

        4.3 kg
        6.8 kg

BAI T CHANDELIER II
by Neri&Hu, 2014
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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Suspension lamp. Structure and canopy in bronze electroplated steel. Diffuser in blown transparent, amber and grey 
glass. Strip led column and dimmable driver included.

Type: Suspension lamp

Environment: Indoor

Structure: Steel

Diffuser: Glass

Voltage: 230 V

Supply: Terminal strip

Dimmable driver included

Cable length: 250 cm

Light source: 3 x Strip LED 7.7W 2700K 570Lm

BAI T CHANDELIER III

118000640976   amber diffuser
118000640977   grey diffuser
118000640978   transparent diffuser

        5.3 kg
        8.9 kg

BAI T CHANDELIER III�
by Neri&Hu, 2014
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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Suspension lamp. Structure and canopy in bronze electroplated steel. Diffuser in blown transparent, amber and grey 
glass. Strip led column and dimmable driver included.

Type: Suspension lamp

Environment: Indoor

Structure: Steel

Diffuser: Glass

Voltage: 230 V

Supply: Terminal strip

Dimmable driver included

Cable length: 250 cm

Light source: 3 x Strip LED 7.7W 2700K 570Lm

BAI T CHANDELIER III

118000640976   amber diffuser
118000640977   grey diffuser
118000640978   transparent diffuser

        5.3 kg
        8.9 kg

BAI T CHANDELIER III�
by Neri&Hu, 2014
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Suspension lamp. Structure and canopy in bronze electroplated steel. Diffuser in blown transparent, amber and grey 
glass. Strip led column and dimmable driver included.

Type: Suspension lamp

Environment: Indoor

Structure: Steel

Diffuser: Glass

Voltage: 230 V

Supply: Terminal strip

Dimmable driver included

Cable length: 250 cm

Light source: 3 x Strip LED 7.7W 2700K 570Lm

BAI T CHANDELIER III

118000640976   amber diffuser
118000640977   grey diffuser
118000640978   transparent diffuser

        5.3 kg
        8.9 kg

BAI T CHANDELIER III�
by Neri&Hu, 2014
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K

ABALLS A

401000500005   white
401000500006   black
401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
        2.6 kg
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INEDIT Lighting Studio 25, rue de Cléry 75002 PARIS
T. 33 (0)1 47 00 76 76   F. 33(0)1 47 00 87 73   contact@inedit-lighting.com


