
Suspension lamp. Structure fixed to the ceiling with stem, available in to heights. Aluminium extrusion profiles with 
free rotation system for direct and indirect light, matt graphite electroplated finish. Dimmable driver and pcb led both 
included.        

Type: Suspension lamp

Environment: Indoor

Structure: Aluminium

Voltage: 230V

Supply: Terminal strip

Dimmable driver included

Light source: PCB LED 60W 3000K 3660Lm   
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ABALLS A
by Jaime Hayon, 2013

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Metal and ceramic

Diffuser: Glass

Voltage: 230 V 

Supply: Terminal strip

Light Source: G9 Halo. Max. 30W   
G9 LED 2.5W 2700K
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401000500007   golden
401000500008   copper
401000500028   platinum

        1.7 kg
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Suspension lamp. Structure fixed to the ceiling with stem, available in to heights. Aluminium extrusion profiles with 
free rotation system for direct and indirect light, matt graphite electroplated finish. Dimmable driver and pcb led both 
included.        
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Suspension lamp. Structure fixed to the ceiling with stem, available in to heights. Aluminium extrusion profiles with 
free rotation system for direct and indirect light, matt graphite electroplated finish. Dimmable driver and pcb led both 
included.        
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